Size: 210x145mm 15 06 23

OVCENTES
WARRANTY

You must register your product within 30 days of purchase to activate
its one-year limited manufacturer’s warranty at OVENTE.COM

LIMITED ONE (1) YEAR WARRANTY

Your product has a one (1) year warranty period from the date of purchase from
an authorized retailer. In the event that the product is defective, feel free to
contact us to arrange for a replacement. This warranty only covers defects in
workmanship and materials. The warranty does not include damage due to
abuse or misuse, any commercial use or accidents.

LIMITATIONS

The warranty stated above is the only warranty applicable to this product. Other
expressed or implied warranties are hereby disclaimed. No verbal or written
information given by the Manufacturer, its agents or employees shall create a
guarantee or in any way increase the scope and duration of this warranty.
Repair or replacement as provided under this warranty is the exclusive remedy of
the consumer. The manufacturer shall not be liable for incidental or
consequential damages resulting from the use of this product. Any implied
warranty of merchantability or fitness for a particular purpose on this product is
limited to the applicable warranty period set forth above except to the extent
prohibited by law. Consumer rights may vary from state to state.

Customer Service: (855) 926-2626
Visit us at ovente.com
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IMPORTANT SAFETY INSTRUCTIONS

OWVGCEN T

Electric Steam Mop
ST615 Series

Please read all instructions before use.

WARNING: To reduce risk of fire, electrical shock or injury, the following basic
safety precautions should always be followed when using an electrical
appliance.

o ==

WARNING: To reduce the risk of electrical shock, this appliance uses a
polarized electrical plug with one prong that is larger than the other. This plug
will fit into a wall outlet only one way. If the plug does not correctly fit in the
outlet, contact a licensed electrician to install a proper outlet. DO NOT attempt
to modify the plug or defeat this safety feature.

READ ALL INSTRUCTIONS BEFORE USE

A DANGER

Any appliance is electrically live even when switched off. To reduce risk of electrical shock:

1. Always unplug power cord immediately after using.

2. Do not place or store unit where it can fall or be pulled into a sink or tub.

3. Do not place in, or drop into water or other liquid.

4. If unit falls into water, immediately unplug power cord. Do not reach into the water.

A WARNING

To reduce risk of burns, electrocution, fire, or injury to persons:

1. Use Steam Mop only for its intended purpose as indicated in this manual.

2. If an extension cord is necessary, use a properly rated cord (15 ampere, 14 gauge). Use care
to position extension cord where it is least likely to be damaged or tripped over during use.

3. Before plugging power cord into electrical outlet, be sure that all electrical information on rating
label agrees with your power supply.

4. To reduce likelihood of circuit overload, DO NOT operate another high wattage appliance on
the same circuit as this unit.

5. To protect against risk of electrical shock, do not immerse unit in water or other liquids. Do not
use power cord as handle, let it hang over edges of counters, or be crimped or closed in doors.

6. Never yank power cord to disconnect from outlet; instead, grasp plug and pull to disconnect.

7. Do not operate unit with a damaged power cord or if the unit has been dropped or damaged.
To avoid risk of electrical shock, do not disassemble unit; contact your service provider
for examination and repair. Incorrect reassembly can cause a risk of electrical shock when unit
is used.

8. Close supervision is required for any appliance being used near children, pets and plants. Do
not leave unit unattended while plugged in.

9. This unit is not intended for use by persons (including children) with reduced physical, sensory
or mental capabilities, or lack of experience and knowledge, unless they have been given
supervision or instruction concerning use of the unit by a person responsible for their safety.

10. Do not use unit where aerosol-based products are being used, or where oxygen is being

administered.

11. Unit is only meant to be used with recommended Steam Mop model ST615 accessories.
Using other types of attachments may cause damage to unit or injury.
12. If Heating Indicator Light does not illuminate when unit is plugged in and On/Off Switch is

pressed, unit is not operating normally. Immediately disconnect cord from power supply, then

refer to troubleshooting guide on Page 12 of this manual for assistance.

13. Always turn unit off and unplug power cord before filling Boiler with water. Do not attempt to
use unit without properly filling Boiler.

14. When filling Boiler, only water should be used in unit — other cleaning agents could damage
unit or cause injury. Distilled or de-mineralized water is highly recommended, in order to
minimize potential build-up of mineral deposits. Do not overfill unit.

15. To reduce risk of contact with hot water emitting from Steam Nozzle, check appliance before
each use by positioning it away from body and turning it on. Do not operate unit if Steam

Nozzle are blocked.

16. Burns can occur from touching hot metal parts, hot water, or steam. Do not touch bottom of
Mop Head or attempt to attach a Microfiber Pad by hand while unit is in use. Use caution
when you turn unit upside-down — there may be hot water in Boiler.

17. Use caution when using unit on uneven surfaces, such as stairs.

18. When steaming any surface for the first time, it is recommended that you consult the
manufacturer’s guidelines for material being steamed. For items in question, test on an
inconspicuous area before proceeding.

19. Steaming unsealed hardwood or unglazed ceramic surfaces is not recommended, and may
result in warping or damage to the surface. Steam may remove the sheen from surfaces

treated with wax.

20. When steam mopping, never leave unit resting in one spot on any surface for any period of
time — prolonged exposure to heat and moisture may damage floor surfaces.
21. Do not allow power cord to touch hot surfaces during use. Wrap cord loosely around Cord

Brackets when storing.

22. Always allow Steam Mop to cool (at least 30 minutes for complete cooling) and empty Boiler
before storing. Do not store unit with a damp Microfiber Pad still attached.

SAVE THESE INSTRUCTIONS!
FOR HOUSEHOLD USE ONLY
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Product Information
The following features and accessories are included with your Steam Mop. Carefully inspect : . . - :
the packing material for all parts listed below. To obtain possible missing parts, refer to Product * 123 Z?r?](fﬁ?t.“) connects to the top of the Telescopic Pole, and is designed for maximum grip
Support on Pages 13 & 14 of this manual. « The Pole (2) connects the Mop Head to the Handle, and is designed for comfortable reach
when mopping.
UNIT FEATURES & ACCESSORIES e The Cord Brackets (3) provide a convenient way to neatly wrap the power cord for storage.
1 | Handle e The On/Off Switch (4), located on the back side of the Mop Head, is the foot-operated button
2 | Pole that activates and deactivates the unit. The On/Off Switch is pressed to turn the unit on, then
3 | Cord Brackets pressed again to turn the unit off.
4 | On/Off Switch e The Heating Indicator Light (5) illuminates while the Boiler is actively heating water. When
5 | Heating Indicator Light the Boiler is empty, the Light will turn off.
6 | Tilt Lock e The Tilt Lock (6) holds the Pole in an upright position when not in use. The Tilt Lock must be
7| Mop Head pressed to release the Pole, which can then be held at a normal angle for mopping.
88\; gg“:%ﬁtgmal) e The Mop Head (7) is the unit's main body, housing the Boiler and producing steam through the
85 | Boiler Fill Hole Steam Nozz/es.
9 | Pad Grips e The Boiler (8) is the internal reservoir where water is held and converted into steam. For
10 | Steam Nozzle optimal steam production, the Boiler should be filled with no more than 10 oz. (300 ml.) of
11 | Microfiber Pads (2) water.
12 | Measuring cup » The Boiler Cap (8») is designed to safely contain steam inside the Boiler, while providing easy
access to the Boiler Fill Hole. The Cap must be unscrewed and removed in order to fill the
Boiler with water.
e The Boiler Fill Hole (8s) is the opening through which water is poured into the Boiler. The Boiler
Cap must be removed in order to access the Fill Hole.
e The Pad Grips (9), located on the bottom of the Mop Head, are designed to adhere to fastener
//-\ strips on the Microfiber Pads.
e The Steam Nozzle (10), located on the bottom of the Mop Head, releases the flow of steam
p\ produced by the Boiler.
e The Microfiber Pads (11) each attach to the Pad Grips on the bottom of the Mop Head. The
// \ Pads are designed to clean scuffs and stains from hard floors. The Microfiber Pads are reusable
/ \ and machine washable. Two Pads are included.
e The Measuring cup (12) provides an easy and convenient way to consistently fill the Boiler
o
| & J
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Assembling Your Steam Mop

POLE

The Pole is made up of three sections:

SECTION A (TOP) SECTION B (MIDDLE) SECTION C (BOTTOM)

ﬂ I | | | ] | §,{
J &

1. Slide SECTION B of Pole onto SECTION A as shown (FIGURE 1-A).
2. Slide SECTION C of Pole onto SECTION B as shown (FIGURE 1-B).

NOTE: Due to shape of Pole, the sections will only fit together one way.

3. Insert SECTION C of assembled Pole into pole base on Mop Head as shown (FIGURE 1-C).
Note that Pole will only fit into pole base one way — release button on Pole will align with
rectangular hole on back side of pole base.

4. Press Pole into pole base until release button snaps through rectangular hole on back side of
pole base. Pole should now be secured to Mop Head.

5. To disconnect Pole, press in on release button while simultaneously pulling Pole up out of pole
base (FIGURE 1-D).

RELEASE B UTTON

FIGURE 1

MICROFIBER PADS

1. Lay one Microfiber Pad on flat surface, with two fastener strips facing upward.
2. Align Mop Head above Microfiber Pad. Make sure Mop is oriented with Pad as shown, and
centered as best as possible (FIGURE 2-A).

3. Press Mop Head firmly down onto Microfiber Pad. Fastener strips will adhere to Pad Grips on

underside of Mop. Pad should now be attached and ready for use (FIGURE 2-B).
4. To remove, use your foot to press down on Microfiber Pad release tab while simultaneously
pulling Mop Head up off of Pad.

CAUTION: Use care when handling a recently used Microfiber Pad, as it may still be hot.

NOTE: Microfiber Pads are machine washable. To avoid picking up lint, washing
separately from other fabrics is recommended. Only use liquid detergent. Avoid using
any fabric softeners or bleach. Air drying is recommended; machine drying on a low
setting is acceptable as well.

2-B

RELEASE TAB

FIGURE 2

Using Your Steam Mop

FILLING BOILER 3-A

IMPORTANT: When adding water to Boiler after
unit has been in use, refer to Refilling section
below for special instructions and precautions.

1. Make sure unit is powered off and power cord is
unplugged.

2. Carefully remove Boiler Cap by unscrewing it in a
counter-clockwise direction (FIGURE 3-A).

3. Fill included measuring cup with no more than
10 oz.
(FIGURE 3-B).

NOTE: In order to minimize potential mineral
build-up and prolong the life of your Steam
Mop, it is recommended that distilled or de-
mineralized water be used in the Boiler.

If distilled water is not available, then Boiler
should be cleaned frequently in order to
remove mineral build-up. Refer to Page 11 for
details.

4. Replace Boiler Cap by screwing it into Boiler Fill
Hole in a clockwise direction until tight (FIGURE
3-C). Unit is now ready to begin steaming — refer
to Page 9 for steam mopping instructions.

REFILLING

1. Make sure unit is powered off and power cord is
unplugged.

2. Allow unit to cool for at least 5 minutes.
CAUTION: Boiler is hot and pressurized.
Exposing Boiler without adequate cooling time
may result in a burst of leftover steam, causing
burns or other injuries.

Adding water while Boiler is still hot may also
cause a burst of steam.

3. Make sure Boiler is completely empty, then follow
STEPS 2-5 of Filling Boiler section above to fill
Boiler with water as usual.

STEAM MOPPING

Before operating, make sure Microfiber Pad is properly attached (Page 7) and Boiler is

filled with water (Page 8).

It is recommended to sweep or vacuum floors before mopping.

1. For first-time use, remove protective plastic cover that is shipped on electrical plug. Plug
power cord into a convenient electrical outlet.

2. Using your foot, gently press down on On/Off Switch until it clicks. Heating Indicator Light will
illuminate to show that Boiler is heating.

3. After approximately 3 minutes of heating time, unit will begin emitting steam.

4. Remove unit from Resting Pad. Using your foot, gently press down on Tilt Lock while pulling
Pole towards you to release it for mopping.

Refer to Page 10 for a listing of floor surfaces that are recommended for cleaning with

your Steam Mop.

5. For best results, mop using a steady back-and-forth motion over the floor, working your way
backwards in order to avoid walking over the freshly mopped area.

IMPORTANT: To avoid warping or damage caused by heat and moisture, do not use on
unsealed hardwood or unglazed ceramic surfaces. Steam may remove the sheen from
some floors that have been treated with wax.

Never allow Steam Mop to rest idle on floor surfaces while still on — prolonged exposure

to steam in a single area may discolor or damage some floors. If it becomes necessary
to stop mopping at any time, always turn unit off and place back on Resting Pad.

6. To effectively kill bacteria and microorganisms, repeatedly mop a single small area
(approximately 3’ x 3’ for best results) for at least 2 minutes.

7. Once all water has been used, Heating Indicator Light will turn off to show that Boiler is empty.
If you wish to continue mopping, first turn unit off by pressing down gently on On/Off Switch
until it clicks, then unplug power cord from outlet. Refer to Refilling procedure on Page 8 to

add water to Boiler.

8. The Microfiber Pad will absorb moisture during mopping. However, when you are finished you
may find some residual moisture has been left behind. In this case, it is recommended to allow

floor time to air-dry. A fan may be directed towards mopped area to facilitate drying.

9. Once your mopping tasks are completed, place unit back on Resti ng Pad and turn it off by
pressing down gently on On/O ff Switch until it clicks. Unplug power cord from outlet, then
refer to procedures on Page 11 for proper storage and care of your Steam Mop.

FIGURE 3
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RECOMMENDED FLOOR SURFACES
o o PROBLEM POSSIBLE CAUSE SOLUTION
Below is a listing of some of the most common floor surfaces that the Steam Mop is ideal for — - — - - -
cleaning. If you have a question about a floor surface that isn't listed below, please contact our Unit fails to heat up. Heating Unit is not plugged in. Plug power cord into electrical outle
. Indicator Light DOES NOT " ; - - e
Consumer Service Department: iluminate. Unit's main power is not on. Press On/Off Switch until it clicks.
. No water in Boiler. Refer to Filling Boiler procedure on
The Steam Mop is perfect for these floor surfaces: Page 8 to addgwater. P
e Sealed Hardwood Household circuit breaker / ground Reset circuit breaker / ground fault
. fault interrupter has tripped or blown | interrupter, or replace fuse. For
e Stained Concrete afuse. assistance, contact a licensed electric
e Sealed Laminate Unit is damaged or otherwise in Immediately cease usage and unp
need of repair. Contact Consumer Service for
e Linoleum assistance (see Page 12 for details).
e Ceramic Unit heats up, but fails to steam. Mineral build-up in unit. Refer to Mineral Build-up section
Heating Indicator Light DOES Page 11 for cleaning procedure.
* Granite fluminate. Unit is damaged or otherwise in Immediately cease usage and unp
o Marble NOTE: Always allow sufficient need of repair. Contact Consumer Service for
time for unit to heat up and begin assistance (see Page 12 for details).
o Slate producing steam.
. Steam output is weak or intermittent. | Water level in Boiler is running low. Refer to Refilling procedure on
e Vinyl Page 8 to add water.
IMPORTANT: Do not use on unsealed hardwood or unglazed ceramic surfaces. Surfaces Mineral build-up in unit. E:gzr ﬁ 'f\g'r"(jgzln?;'I:;:;Zﬁfs‘on
that are not properly sealed may be warped or damaged by exposure to heat and moisture. - - — -
Excessive moisture left on floor Microfiber Pad has become Remove Pad and replace with a
Care should also be taken when steaming sealed hardwood floors, as prolonged exposure during mopping. saturated with moisture. fresh dry one.
to steam in a single spot may cause damage and discoloration. To avoid this, keep the NOTE: It is normal for some
Steam Mop in constant motion on these surfaces, and place it back on Resting Pad when amount of moisture to be left
idle. behind. Allow floor some time to | Boiler has been overfilled. Filling Boiler with more than 10 oz.
air-dry once mopping is complete. (300 ml.) of water interferes with
¢ Steam may remove the sheen from some floors that have been treated with wax. steam production, resulting in water
. . condensation in steam.
¢ Extremely rough textured floors may tear or damage Microfiber Pads. Drain some water out of Boiler.
Always use included Measuring Cup
to fill Boiler with correct amount of
PROPER STORAGE water (see Page 8 for details).
Preparing your Steam Mop for storage is quick and simple. When you have finished your Floor surfaces appear cloudy or Microfiber Pad is dirty. Replace with a clean Microfiber Pad.
i i treaky after steaming.
mopping tasks, follow the steps listed below. streaky atler steaming Hard water residue on floor. Use a distilled water.
1. Gently press down on On/Off Switch until it clicks. Unplug power cord from electrical outlet.
2. Allow unit to cool (at least 30 minutes for complete
cooling).
3. For convenience it is recommended to disconnect Pole, and if attached, remove Microfiber Pad
from Mop Head. If Pad is dirty you may wash it, either by hand or in a washing machine. Allow
to air-dry.
4. Unscrew and remove Boiler Cap. Drain any water remaining in Boiler into a sink or tub, to
minimize potential mineral build-up and prevent overfilling during next use. Replace Boiler Cap
(do not fully tighten) and reconnect Pole.
5. Wrap power cord around Cord Brackets.
6. Store Steam Mop in a cool, dry location, along with all included accessories.
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